Preventive Maintenance Procedure
Preventive Maintenance Procedure
Use this template to define scheduled maintenance tasks for [industrial machine/equipment].
Template Metadata
	Field
	Details

	Category
	Industrial Equipment

	Owner
	[Team or owner]

	Version
	[Version number]

	Effective Date
	[Date]

	Review Cycle
	[Monthly / Quarterly / Annual / Event-based]

	Status
	[Draft / In Review / Approved]


Equipment Details
Include model, serial range, location, runtime interval, and required skill level.
	Item
	Details
	Owner
	Status

	[Item or requirement]
	[Describe the relevant detail, evidence, or decision]
	[Owner]
	[Open / Complete]

	[Item or requirement]
	[Describe the relevant detail, evidence, or decision]
	[Owner]
	[Open / Complete]


Notes
[Add context, assumptions, exceptions, evidence links, screenshots, calculations, or reviewer comments.]
Safety
Document lockout/tagout, stored energy, hot surfaces, pinch points, and PPE.
	Item
	Details
	Owner
	Status

	[Item or requirement]
	[Describe the relevant detail, evidence, or decision]
	[Owner]
	[Open / Complete]

	[Item or requirement]
	[Describe the relevant detail, evidence, or decision]
	[Owner]
	[Open / Complete]


Notes
[Add context, assumptions, exceptions, evidence links, screenshots, calculations, or reviewer comments.]
Maintenance Intervals
Table daily, weekly, monthly, quarterly, and annual tasks.
	Item
	Details
	Owner
	Status

	[Item or requirement]
	[Describe the relevant detail, evidence, or decision]
	[Owner]
	[Open / Complete]

	[Item or requirement]
	[Describe the relevant detail, evidence, or decision]
	[Owner]
	[Open / Complete]


Notes
[Add context, assumptions, exceptions, evidence links, screenshots, calculations, or reviewer comments.]
Task Procedure
Provide numbered steps for inspection, cleaning, adjustment, replacement, and functional checks.
	Item
	Details
	Owner
	Status

	[Item or requirement]
	[Describe the relevant detail, evidence, or decision]
	[Owner]
	[Open / Complete]

	[Item or requirement]
	[Describe the relevant detail, evidence, or decision]
	[Owner]
	[Open / Complete]


Notes
[Add context, assumptions, exceptions, evidence links, screenshots, calculations, or reviewer comments.]
Lubrication
Table lubrication point, product, amount, method, and interval.
	Item
	Details
	Owner
	Status

	[Item or requirement]
	[Describe the relevant detail, evidence, or decision]
	[Owner]
	[Open / Complete]

	[Item or requirement]
	[Describe the relevant detail, evidence, or decision]
	[Owner]
	[Open / Complete]


Notes
[Add context, assumptions, exceptions, evidence links, screenshots, calculations, or reviewer comments.]
Wear Limits
Define measurable reject limits for belts, bearings, seals, chains, tooling, or filters.
	Item
	Details
	Owner
	Status

	[Item or requirement]
	[Describe the relevant detail, evidence, or decision]
	[Owner]
	[Open / Complete]

	[Item or requirement]
	[Describe the relevant detail, evidence, or decision]
	[Owner]
	[Open / Complete]


Notes
[Add context, assumptions, exceptions, evidence links, screenshots, calculations, or reviewer comments.]
Return to Service
State guard replacement, tool removal, test cycle, documentation, and signoff. Use practical maintenance language and explicit acceptance limits.
	Item
	Details
	Owner
	Status

	[Item or requirement]
	[Describe the relevant detail, evidence, or decision]
	[Owner]
	[Open / Complete]

	[Item or requirement]
	[Describe the relevant detail, evidence, or decision]
	[Owner]
	[Open / Complete]


Notes
[Add context, assumptions, exceptions, evidence links, screenshots, calculations, or reviewer comments.]
Review and Signoff
Document review conclusions, approvals, unresolved items, and next review date.
	Role
	Name
	Date
	Notes

	Preparer
	[Name]
	[Date]
	Notes

	Reviewer
	[Name]
	[Date]
	Notes

	Approver
	[Name]
	[Date]
	Notes


